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CRUISE SONIC 5W 40 
 
CRUISE SONIC 5W 40 is top of the line Synthetic engine oil made for all modern and 
luxury cars, MUVs, SUVs. It boosts the engine power and provides better mileage. It can be 
used in both Gasoline and Diesel Engines. 
 
Advantages:- 
Synthetic Technology provides high oxidation stability at high temperature. 
 
Good protection of engine parts at the time of starting the engine when maximum wear 
takes place thus it prolongs the engine life. 
 
One oil which can be used in all types of car engines. Gives good mileage and extend the 
oil drain interval.  
 
Typical Characteristics:- 
 

          CRUISE SONIC 5W 40 
TEST PARAMETERS METHOD TYPICAL VALUES 
Density @29.5°C. gm/cc ASTMD 1298 0.844 
Kin. Viscosity @40°C, cst ASTM D 445 86.6 
Kin. Viscosity @100°C, cst ASTM D 445 13.9 
Viscosity Index ASTM D 2270 165 
Flash Point, °C ASTM D 92 220 
Pour Point, °C ASTM D 97 -30 
TBN, mgKOH/gm ASTM D2896 10 
CCS @-30°C ,cp ASTM 5293 6400 
 
 
Product Performance Claims:- 
API SN/CF, ACEA A3/B4, MB 229.3/MB 229.5/,Porsche A40 & SAE 5W40. 


